
CleanTrust Touch ATP Hygiene Luminometer 
 
The CleanTrust Touch Hygiene Luminometer benchmarks the most advanced and 
sensitive  Luminometer, and provides the most reliable and cost-effective ATP solution. Combined with 
our CleanTrust, AquaSwab and MagniSwab ATP swabs, the ATP3500 enables quick detection on surfaces 
and water cleanliness, and even on sanitized surfaces and verifies the cleanliness effectively. It features 
a 5.5” touch screen, Android operating system, analysis software in computer end and intelligent cloud 
platform. 
It outperforms the competitors in combination of product performance and cost-effectiveness. It is 
intelligent, sensitive and reliable, which offers you accurate and reliable results and simple operation. 
Support to adjust and customize the functions or software settings as per customers’ specific 
requirements.  
 
Features: 

• Adopts the newest high sensitivity photodiode module, combining with 
the advanced algorithms, creates the most sensitive and reliable ATP 
system available. 

• Comes Certified with Certified CleanTrust Calibration rod 

• 5.5-inch capacitive touch screen, one-handed operation. 

• Concise APP interface, friendly human-computer interaction. 

• Built-in 3.7 V lithium battery pack, upgraded power saving mode, with 
more than 15 days of standby time. 

• Accurate results can be obtained within 10 seconds after sampling. 

• Advanced Data integration and analysis tools: Classification according to 
time, location, and detector etc. Testing Data can be synchronized to PC 
or Cloud software  for recording and processing. 

• Automatically updates to improve the analysis ability of the software.  

• We support the customers to customize or adjust the software including 
analysis software in computer end and cloud platform. 

 
Specifications: 

• Display: 5.5 -inch capacitive touch screen with Android operating system 
• Precision: 1 X 10-16mol ATP 
• Test range: 0-32000 RLU’s 
• Test time: 10s 
• Applicable swab: 17cm CleanTrust, AquaSwab and MagniSwab ATP swabs 
• Battery: 3.7V 3500 mAh rechargeable lithium battery 
• Detector types: photodiode 
• Sensors: built-in gyroscope sensor, hatch switch sensor, swab loading sensor 
• Detection protection: built-in gyroscope sensor, when in test mode, can alert users to avoid 

excessive inclination from affecting test results. 
• Storage space: 50G, can store >10 million pieces of data, can be expanded through SD card 
• Data transmission: WiFi, Bluetooth, USB Type - C 
• Standby time: Continuous standby for 20 days, continuous detection of 3000 samples 
 

 

     



Device Design: All Swab models 

• Easy-to-use Snap Valve technology - snap & squeeze  
• Prewetted Surface swab self-contained, liquid-stable reagent  
• Write-on swab label  
• 100 tests per case  

Benefits: 

• Costs up to 50% less than competitors' ATP water tests  
• No reagent wastage  
• Consistent, reliable results  

Shelf Life: 

• 12 months at refrigerated temperatures (2-8ºC)  
• 4 weeks room temperature (21-25ºC)  

ATP0002 CleanTrust™ ATP Surface Swab CleanTrust Surface swabs are self-contained 

ATP surface swabs used with the CleanTrust Hygiene luminometer. This pen-sized sample collection 
device is easy to use (typical swabbing area is 10x10cm) and uses a liquid-stable reagent in place of freeze-
dried enzymes giving it superior reproducibility and sensitivity. 

ATP0012 MagniSwab™ ATP Surface Swab The CleanTrust MagniSwab is the most 

sensitive and chemical resistant ATP test swab available on the market. Designed to work with the 
ATP3500 and ATP3900 Luminometers. The MagniSwab detects extremely low levels of ATP to 1*10-

18 mol and resistant to residual sanitizer and chemicals to over 1000 ppm.  
1. High sensitivity monitoring - the MagniSwab is at least 500x more sensitive than other ATP swabs 
2. Hygiene monitoring "Post Sanitation": MagniSwab is the only ATP Swab Resistant to over 1000 ppm of 
sanitizers  making it ideal for use in critical environments like hospitals and clinical settings 
Features & Benefits: 

• Resistant to over 1000 ppm of sanitizers where competitive products are completely deactivated. 
• Improved Sensitivity – over 500x more sensitive than other ATP swabs 
• Increased buffering capacity in difficult situations with increased salts, sanitizers or other 

chemical residues. 
• The increased sensitivity at the low end makes it better for cross-correlation between low 

allergens and low RLU’s. 

ATP003/004 AquaSwab Free and Total™  
• AquaSwabs are self-contained ATP water sampling devices used with the CleanTrust Hygiene 

luminometer. This pen-sized sample collection device is easy to use, and collects 100 µl of water 
in the honeycomb-shaped dipper.  AquaSwab uses a liquid-stable reagent in place of freeze-
dried enzymes giving it superior reproducibility and sensitivity. It is available in both Free and 
TOTAL ATP versions. 

• TOTAL ATP detects all ATP in the solution both TOTAL and FREE ATP so is a good indicator of good 
overall CIP cleanliness. 

• Free ATP detects only the FREE ATP in the solution but not any intracellular ATP. It is usually used 
in conjunction with the TOTAL ATP swab 

• Thus TOTAL -FREE ATP = Intracellular ATP. This correlates well to the microbial level in a 
solution.   

  

 

                                               


